Choice Of Quality Anodized Finish On All Exposed Aluminum Parts.
Note: Colors May Not Be Exactly As Shown.
Cut And Sheared Edges Will Be Bare Aluminum.

Track – The Durable Hardened Track Allows For Smooth Operation.
Optional Curves And Custom Curves Available.

Standard Finish
- Clear
- Black

Custom Finishes
- Champagne
- Light Bronze
- Bronze

RAL Powder Coat and Acrylic Paint Available

Dimensions Are In Inches
Standard Tolerances Apply Unless Otherwise Indicated

<table>
<thead>
<tr>
<th>MATERIAL</th>
<th>FINISH</th>
<th>DESCRIPTION</th>
<th>DATE</th>
<th>INITIALS</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>EL 126 Straight Pattern (Counter Height)</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Diagrams:
- Stacked Position
- Opened Position
- Top 1 ½" [41] Gap
- Top 4" [101.6] Aluminum Panel
- Bottom Gap 3/4" [19]
- Bottom 4" [101.6] Aluminum Panel
- Cylinder Mill Height 1 ½" [43]
- Continuous Clearance 8" [203]
- Top Gap 1 ½" [38]
- Solid Aluminum Half Panel
- Finished Counter
- Counter Trim Ring Set Into Counter
- Continuous Clearance 8" [203]
- Stacked Door Width 7" [178]
- Clearance From Track ⅛" [3]