Choice Of Quality Anodized Finish On All Exposed Aluminum Parts.
Note: Colors May Not Be Exactly As Shown.
Cut And Sheared Edges Will Be Bare Aluminum.

Standard Finish
Clear
Black

Custom Finishes
Champagne
Light Bronze
Bronze

Rail Powder Coat and Acrylic Paint Available

Track – The Durable Hardened Track Allows For Smooth Operation.
Optional Curves And Custom Curves Available.

Alignment Bar
Track Pin

Stacked Position

Opened Position

Continuous Clearance 8" [203]

Cylinder Mill Height From Bottom Of Post 3'-6" [1067]

Top 4" [101.6] Aluminum Support Panel

Bottom 4" [101.6] Aluminum Panel

Dustproof Socket Set Into Floor

Top Gap 1¼" [32]

Bottom Gap 1½" [38]

Finished Floor

Continuous Clearance 8" [203]

Stacked Door Width 7" [178]

Clearance From Track ½" [3]

Dimensions are in inches. Standard tolerances apply unless otherwise indicated.

<table>
<thead>
<tr>
<th>DRAWN</th>
<th>INITIALS</th>
<th>DATE</th>
<th>REVISIONS</th>
</tr>
</thead>
<tbody>
<tr>
<td>PART NO.</td>
<td>PART REV.</td>
<td>MATERIAL</td>
<td>FINISH</td>
</tr>
<tr>
<td>SYM.</td>
<td>DESCRIPTION</td>
<td>DATE</td>
<td>INITIALS</td>
</tr>
<tr>
<td>SYM.</td>
<td>DESCRIPTION</td>
<td>DATE</td>
<td>INITIALS</td>
</tr>
<tr>
<td>SYM.</td>
<td>DESCRIPTION</td>
<td>DATE</td>
<td>INITIALS</td>
</tr>
<tr>
<td>SYM.</td>
<td>DESCRIPTION</td>
<td>DATE</td>
<td>INITIALS</td>
</tr>
</tbody>
</table>

Proprietary and Confidential
The information contained in this drawing is the sole property of Dynamic Closures. Any reproduction in part or as a whole without the written permission of Dynamic Closures is prohibited.

Do not scale drawing.

Dynamic Closures

EL 525
(Full Height)