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@ Curtain Details
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Features And Options

Height Underside of Coil

Mounting Type

Between Jamb
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Face Of Wall
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Locking Bottom Bar Options

Locking Coil side or Opposite Coil with Slide Lock or Cylinder.

Heavy Duty Bottom Bar with Standard Mortise ,SFIC, LFIC or
Thumbturn

StdMortise Thumbturn

30 36 42 48

Standard Mortise Cylinder Key Switch

Operation

Manual Push/Pull

Counterbalance with Spring Assist for easy manual operation

Available with locking bottom Bar (Slide lock or Cylinder Locks)

Crank Operation
Crank Operation Coil Side or Thru-Wall

Available with locking bottom Bar (Slide lock or Cylinder Locks)

Electric Operation
120V In Tube Electric Motor Operation

Push Button or Key Cylinder Switch for easy up/down

Motor Options
Key Switch - Open/Close using Standard Mortise, SFIC
RTS - Wireless Open/Close using Telis remote
Crank Motor Override (CMO) - Open/Close during Power Outage
4-In-1 Group Control - Connect 4 motors to open/close

simultaneously, daisy chain Group Controls to open/close
more than 4 operators

Width Back of Guide
54 60 66 72 78 84 90 96 102 108 114 120 126 132 138 144 150 156 162
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Manual Push/Pull, Crank,
Electric Operator

54 60 66 72 78 84 90 96 102 108 114 120 126 132 138 144 150 156 162

Q Electric Operator

@ Not Available



