Choice Of Quality Anodized Finish On All Exposed Aluminum Parts.
Note: Colors May Not Be Exactly As Shown.
Cut And Sheared Edges Will Be Bare Aluminum.

Standard Finish
- Clear

Custom Finishes
- Champagne
- Light Bronze
- Bronze
- Black

Track – The Durable Hardened Track Allows For Smooth Operation.
Optional Curves And Custom Curves Available.

Continuous Clearance 5" [127]
Stacked Position

Clearance From Track
$\frac{1}{8}$" [3]

Continuous Clearance 5" [127]

Stacked Door Width
$\frac{4}{8}$" [105]

1/8" [3.17] Thick Aluminum Link

Aluminum Spacer Tube Covering Aluminum Rods

Finished Counter

1/8" [3.17] Thick Aluminum Link

Rod Spacing On Center
3/8" [87]

Cylinder Mill Height
From Bottom Of Post
1'-5" [432]

Link Spacing
1'-3" [381]

Top 2" [50.8] Aluminum Support Panel

Top Gap
$\frac{1}{2}$" [38]

Track
$\frac{1}{2}$" [41]

Stacked Position

Opened Position

Bottom Gap
$\frac{3}{4}$" [19]

Bottom 2" [50.8] Aluminum Panel

Counter Trim Ring Set Into Counter

Choice Of Quality Anodized Finish On All Exposed Aluminum Parts.
Note: Colors May Not Be Exactly As Shown.
Cut And Sheared Edges Will Be Bare Aluminum.

Standard Finish
- Clear

Custom Finishes
- Champagne
- Light Bronze
- Bronze
- Black

Track – The Durable Hardened Track Allows For Smooth Operation.
Optional Curves And Custom Curves Available.

Continuous Clearance 5" [127]
Stacked Position

Clearance From Track
$\frac{1}{8}$" [3]

Continuous Clearance 5" [127]

Stacked Door Width
$\frac{4}{8}$" [105]

1/8" [3.17] Thick Aluminum Link

Aluminum Spacer Tube Covering Aluminum Rods

Finished Counter

1/8" [3.17] Thick Aluminum Link

Rod Spacing On Center
3/8" [87]

Cylinder Mill Height
From Bottom Of Post
1'-5" [432]

Link Spacing
1'-3" [381]

Top 2" [50.8] Aluminum Support Panel

Top Gap
$\frac{1}{2}$" [38]

Track
$\frac{1}{2}$" [41]

Stacked Position

Opened Position

Bottom Gap
$\frac{3}{4}$" [19]

Bottom 2" [50.8] Aluminum Panel

Counter Trim Ring Set Into Counter