Choice Of Quality Anodized Finish On All Exposed Aluminum Parts.
Note: Colors May Not Be Exactly As Shown.
Cut And Sheared Edges Will Be Bare Aluminum.

Standard Finish
- Clear
- Black

Custom Finishes
- Champagne
- Light Bronze
- Bronze

Track – The Durable Hardened Track Allows For Smooth Operation.
Optional Curves And Custom Curves Available.

Clearance From Track
\[ \frac{1}{8} \text{"} [3] \]

Continuous Clearance
5" [127]

Stacked Door Width
4\[\frac{1}{8}\text{"}] [105]

Polycarbonate Insert
1/8 in. (3mm) Thick

Solid Aluminum Insert

Cylinder Mill Height From Bottom Of Post
3'-6" [1067]

Finished Floor

Dustproof Socket Set Into Floor

Top 2' [50.8] Aluminum Support Panel

Bottom 2' [50.8] Aluminum Panel

Alternating 12" Pattern With Polycarbonate and Solid Aluminum Inserts

SL AG CS 12" (Poly/Solid) (Full Height)

Dimensions Are In Inches
Standard Tolerances Apply Unless Otherwise Indicated

Drawn
Initials
Date

REV

Description
Date
Initials

Part No.

Part Rev.

Notes

Proprietary And Confidential
The Information Contained In This Document Is The sole Property Of Dynamic Closures. Any Reproduction In Part Or As A Whole Without The Written Permission Of Dynamic Closures Is Prohibited.

Do Not Scale Drawing