Sl AG CS 9" (Poly/Solid)  
(Counter Height)

- **Standard Finish**: Clear, Black
- **Custom Finishes**: Champagne, Light Bronze, Bronze

**Track** – The durable hardened track allows for smooth operation. Optional curves and custom curves available.

- **Clearance From Track**: ⅜" [3]
- **Continuous Clearance**: 5" [127]
- **Stacked Door Width**: 4¼" [105]
- **Polycarbonate Insert**: ¹⁄₈ in. (3mm) Thick
- **Solid Aluminum Insert**

**Dimensions are in inches. Standard tolerances apply unless otherwise indicated.**

---

**Notations:**

- **Continuous Clearance**: 5" [127]
- **Stacked Position**
- **Opened Position**
- **Top Gap**: ⅛" [38]
- **Cylinder Mill Height**: 1'-5" [45,728]
- **Bottom Gap**: ⅓" [19]
- **Top 2" [50.8] Aluminum Support Panel**
- **Alternate 9" Pattern With Polycarbonate and Solid Aluminum Inserts**

---

**Symbols**:

- **SYM.**
- **DESCRIPTION**
- **DATE**
- **INITIALS**
- **PART NO.**
- **PART REV.**
- **MATERIAL**
- **FINISH**
- **DESCRIPTION**
- **SL AG CS 9" (Poly/Solid)**
- **(Counter Height)**

---

**Comments:**

- **Note:** Colors may not be exactly as shown. Cut and sheared edges will be bare aluminum. 
- **Cut and sheared edges will be bare aluminum.**
- **Choice of quality anodized finish on all exposed aluminum parts.**

---

**Points of Contact:**

- **Align Bar**
- **Track Pin**

---

**Dynamic Closures**

---