**Standard Finish**
- Clear
- Black

**Custom Finishes**
- Champagne
- Light Bronze
- Bronze

Choice of Quality Anodized Finish on all exposed aluminum parts.

Note: Colors may not be exactly as shown. Cut and sheared edges will be bare aluminum.

Track – The durable hardened track allows for smooth operation. Optional curves and custom curves available.

Continuous Clearance
- 5" [127]

Stacked Position
- Opened Position

Clearance from Track
- 3/8" [3]

Continuous Clearance
- 5" [127]

Stacked Door Width
- 4 1/2" [105]

Perforated Insert
- 3/16" [4.7] Diameter holes
- 18 holes PSI, 50% visibility

Solid Aluminum Insert

Solid Aluminum Half Panel

Cylinder Mill Height
- From Bottom of Post to 3' 6" [1067]

Finished Floor

Dustproof Socket
- Set into floor

Bottom 2" [50.8] Aluminum Panel

Top 2" [50.8] Aluminum Support Panel

Alternating 12" Pattern
- With perforated and solid aluminum inserts

**Dimensions are in inches. Standard tolerances apply unless otherwise indicated.**

**Proprietary and Confidential**

The information contained in this drawing is the sole property of Dynamic Closures. Reproduction in whole or in part without the written permission of Dynamic Closures is prohibited.