Choice Of Quality Anodized Finish On All Exposed Aluminum Parts.
Note: Colors May Not Be Exactly As Shown.
Cut And Sheared Edges Will Be Bare Aluminum.

Standard Finish
- Clear
- Black

Custom Finishes
- Champagne
- Light Bronze
- Bronze

Table:

<table>
<thead>
<tr>
<th>DIMENSIONS ARE IN INCHES STANDARD TOLERANCES APPLY UNLESS OTHERWISE INDICATED</th>
</tr>
</thead>
<tbody>
<tr>
<td>DRAWN</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>PART REV.</th>
</tr>
</thead>
<tbody>
<tr>
<td>-</td>
<td>-</td>
</tr>
</tbody>
</table>

SL Prestige (Full Height)

- Cylinder Mill Height From Bottom Of Post 3'-6" [1067]
- Top 2' [50.8] Aluminum Support Panel
- Bottom 2" [50.8] Aluminum Panel

- Clearance From Track 1/8" [3]
- Continuous Clearance 5" [127]
- Stacked Door Width 4 7/8" [105]
- Polycarbonate 1/8 in. (3mm) Thick
- Finished Floor
- Dustproof Socket Set Into Floor
- Top Gap 1/2" [38]
- Bottom Gap 1/4" [32]